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NOTE: THIS RISER  
CONFIGURATION AS SHOWN  
CONSISTS OF (2) IDENTICAL  
RISER SECTIONS, AND WOULD 
REQUIRE A QUANTITY OF (2)  
ON THE RISER ORDER.  
NOZZLE AND RISER SUPPORT 
QUANTITIES SHOULD BE  
FOR JUST ONE RISER.

NOTE: IF THE UPPER AND LOWER RISERS  
ARE DIFFERENT, USE TWO ORDER FORMS,  
AND MARK THEM “UPPER” AND “LOWER”  
FOR THE SAME STAGE NO.

IF MORE THAN  
TWO NOZZLES IN 
THIS SECTION...

TOTAL NO. OF 
NOZZLES IN THIS 
STRAIGHT SECTION

TOTAL NO. OF  
NOZZLES IN  
VERTICAL SECTION 
OF RISER

PART D

PART DP

PART F

PART D

UNI-SPRAY SYSTEMS INC.

GENERAL INFO

STAGE NO:

TANK SIZE (LxWxH):

TANK CAPACITY; USG l : L l :

PUMP CAPACITY:

OPERATING PRESSURE:

HEADER SIZE:

TOTAL NO. OF RISERS PER STAGE:

RISER INFO

RISER PIPE SIZE:

NOZZLE ASS'Y PART NO:

TOTAL NO. OF NOZ'S PER RISER:

NO. OF RISER SUPPORTS PER RISER:

TOTAL NO. OF RISERS 
OF THIS TYPE FOR THIS  
ORDER INCLUDING SPARES:

DATE (M,D,Y):

NOTES:

CUSTOMER:

ADDRESS:

CONTACT:

PHONE:

FAX:

RISER WORKSHEET

CORPORATE OFFICE: 
44 Durward Place, 
Waterloo, Ontario,  
Canada  N2L 4E4 
Tel: (519) 885-4270    
Fax: (519) 885-4325© Uni-Spray Systems Inc. 


